
Bar Code Reader for Portable Data Collection

PHYSICAL CHARACTERISTICS

Dimensions 4.047(L) x 2.937(W) x .786H) inches (102.79mm x 74.6mm x 19.97mm)
Weight 6.56 ounces (183.68grams), including battery
Operating Temperature 32º to 140º F (0º to 60º C)
Storage Temperature  -4º to 158º F (-20º to 70º C)
Humidity 5-95% non-condensing
Shock Multiple 4' drops to tile-covered concrete
Display 4 line x 16 character graphic LCD display.  128 x 64 Graphic.  Backlit  optional
Keypad 12 fully programmable, alpha-numeric, tactile-touch keys.  Removable keycaps allow customization of key cap icons
Case Material & Color Machined aircraft-grade aluminum, powder coated black finish
Optics Sapphire Scan Tip  (user replaceable)
Power Rechargeable 3.7, 780mA Lithium Polymer battery pack included; battery status icon;  automatic sleep mode to conserve power
Recharging 3 hours to fully charge a completely drained battery
LED Superbright LED
Audio Beeper with variable pitch and duration with user definable settings

PERFORMANCE CHARACTERISTICS

Symbologies  Symbologies supported include Code 39 (3 of 9), Code 128, Interleaved 2 of 5, Industrial I205, EAN and UPC-A and others
Read Time 3 – 30 inches per second
Scan Capacity 70,000 scans 512K;  based on a 6 digit bar code including date and time stamp
Memory 512K/1MB SRAM, 1MB Data Flash
CPU ARM7 @ 20.5 MHz
Real Time Clock Crystal-controlled; 1/100th second accuracy; date and time stamping
Interface USB or Serial RS232
Downloader Four-Station P/N  D4S3SS with USB or Serial RS232.  Daisy Chainable
Software Hierarchy Application, and Developer's Kit using GNU C
Warranty One-year limited warranty against defects in materials or workmanship
Made in U.S.A.

TECHNICAL SPECIFICATIONS

                           Charging & Communication Systems

DL 3154  4 Station
Downloader/Recharger

Charges & Communicates 4 wands

 USB or Serial
Daisy Chainable

P/N  D4S3SS

             Transformer for  DL 3154
4 Station DownLoader

    P/N  ATUM7  

 USB Downloader Cable (USB 2.0 A/B)

                        P/N C1B03

Models   P/N

  BC3100  512 RAM, 1MB Flash with Graphic Display RBS3K5

  BC3100 512 RAM,  1MB Flash with Graphic, Backlit Display RBS3K5B
 

Charging & Communication SystemBC3100

              Serial Cable for Downloader
                      P/N C1B02   

Null modem Cable   (DB 25M-DB 9M)
                       P/N CINM1






